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Drills

CP1117P32



To reduce the risk of injury, everyone using, installing, repairing, maintaining, changing accessories on, or working near CP Tools must read and understand CP 
safety instructions packed with each tool.

DIMENSIONS AND ACCESSORIES

MATERIAL Stainless
Steel 

Forged
Steel 

Mild
Steel 

Soft Cast
Iron 

Malleable
Iron 

Brass or 
Bronze

Aluminum  Magnesium Wood Titanium 

DRILL BIT SIZE CUTTING SPEED  (m/min.)
in. mm 9-12 12-15 24-33 30-45 24-27 60-90 60-90 75-120 90-120 15-18

1/8 3 1100 1400 3000 4000 2700 8000 8000 10400 4000 11000 1750

5/32 4 840 1100 2200 3000 2000 6000 6000 7800 3000 8400 1300

3/16 5 660 860 1800 2400 1600 4800 4800 6200 2400 6700 1050

1/4 6 550 700 1500 2000 1350 4000 4000 5200 2000 5600 880

5/16 8 420 540 1100 1500 1000 3000 3000 3900 1500 4200 660

3/8 10 330 430 900 1200 800 2400 2400 3100 1200 3300 630

15/32 12 280 350 750 1000 700 2000 2000 2600 1000 2800 440

1/2 13 260 330 700 920 630 1800 1800 2400 920 2550 400

9/16 14 240 300 640 850 580 1700 1700 2200 850 2400 370

5/8 16 210 270 560 750 500 1500 1500 1950 750 2100 330

3/4 19 180 230 480 630 430 1250 1250 1600 630 1800 280

7/8 22 150 200 410 540 370 1100 1100 1400 540 1500 240

29/32 23 140 190 390 520 350 1000 1000 1350 520 1450 230

1 25 130 170 360 480 320 960 960 1250 480 1330 210

1-1/8 28 120 150 320 420 290 850 850 1100 420 1200 190

1-1/4 32 100 130 280 380 250 750 750 980 380 1050 160

55/32 44 75 100 210 270 180 550 550 700 270 750 120

2 50 65 85 180 240 160 480 480 620 240 670 110

3 75 44 57 120 160 110 320 320 420 160 450 70

4 100 33 43 90 120 80 240 240 310 120 330 55

How to select your tool:    - Select material /    - Select hole size /    - Define speed

Plastic 

30-45

32

1 2 3

rpm

1
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Selection Guide

Dimensions

MODEL DESCRIPTION PART NO.

CP1454 / CP1264 /
CP1064 / CP1664

Chuck threaded 3/8" UNF cap 3/8" (10mm) with key
Key for chuck 3/8"

40002
34302

CP1274 Keyless Chuck threaded 3/8" UNF - cap 3/8" (10mm) 94952

CHUCKS

MODEL DIMENSIONS

L H
in. mm in. mm

CP1454 8.5 215 4.5 115

CP1264 7.3 185 6.1 155

CP1274 7.5 190 6.3 160

CP1064 8.5 215 4.5 115

CP1664 8.5 215 4.5 115

Accessories INCLUDED

CP1264

L

H

For Air Line accessory products, Balancers 
please see pages 78 to 93
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FEATURES  
and BENEFITS
• Compact  and lightweight body

• Progressive throttle for precise drilling 

• Keyless chuck for fast bit replacement

0.26 to 0.38 hp (190 to 280W) 
2,000 to 4,300 rpm 

CP1274

CP1454

CP1264

CP1064

CP1664

Pistol Drills

All models: Hose int. 3/8" (10mm) - @90PSI (@6.3 bar).

MODEL PART
NUMBER

FREE
SPEED

POWER CHUCK
CAPACITY

SPINDLE 
THREAD

MAXIMUM 
TORQUE

AIR CONS.
AT LOAD

NET 
WEIGHT

AIR
INLET

rpm hp W in. mm in. ft.lb Nm cfm l/s lb kg in.

KEY CHUCK MODELS
CP1454 615 194 1454 4,300 0.30 230 3/8 10 3/8-24 0.7 1.0 19.1 9.0 1.5 0.70 1/4

CP1264 615 194 1264 2,900 0.38 280 3/8 10 3/8-24 1.3 1.8 19.7 9.3 2.0 0.90 1/4

CP1064 615 194 1064 2,500 0.30 230 3/8 10 3/8-24 1.3 1.8 19.7 9.3 1.5 0.70 1/4

CP1664 615 194 1664 2,000 0.26 190 3/8 10 3/8-24 1.3 1.8 19.1 9.0 1.5 0.70 1/4

KEYLESS CHUCK MODELS

CP1274 615 194 1274 2,900 0.38 280 3/8 10 3/8-24 1.3 1.8 19.9 9.4 2.0 0.90 1/4

Ergonomic throttle and lightweight body

Ergonomic throttle and lightweight body 

Ergonomic throttle and reverse switch

Compact body and lightweight body 

Reversible
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Dimensions

Dimensions and Accessories

MODEL DIMENSIONS

L H
in. mm in. mm

CP1117P60 7.1 180 5.7 145

CP1117P32 7.1 180 5.7 145

CP1117P26 7.1 180 5.7 145

CP1117P09 8.3 210 5.7 145

CP1117P05 8.3 210 5.7 145

MODEL DESCRIPTION PART NO.

CP1117P60
CP1117P32
CP1117P26

Chuck threaded 3/8" UNF - cap 3/8" (10mm) with key
Key for chuck 3/8"

C142408
CA050120

CP1117P09
CP1117P05

Chuck threaded 3/8" UNF - cap 1/2" (13mm) with key
Key for chuck 1/2"

S066095
CA050122

CP1117P60
CP1117P32
CP1117P26

Keyless Chuck threaded 3/8" UNF - cap 3/8" (10mm)  205 050 2063

CP1117P09
CP1117P05

Keyless Chuck threaded 3/8" UNF - cap 1/2" (13mm) 205 050 2073

Accessories INCLUDED

L

H

CP1117P09

For Air Line accessory products, Balancers 
please see pages 78 to 93

CHUCKS

MODEL DESCRIPTION PART NO.

CP1117P09/P05 Handle fixture 
Handle

205 055 2463
205 055 2473

CP1117P.. Suspension bail 894 016 8729

HANDLE
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FEATURES  
and BENEFITS
• Highly ergonomic handle

• Multiple grip positions body

• Robust construction

• Progressive throttle for easy precise drilling

• High power motor for heavy applications

• Chuck capacity: 3/8" (10mm)

1 hp (750W) - 500 to 6,000 rpm

CP1117P26

CP1117P60
CP1117P32

CP1117P09
CP1117P05

Pistol Drills

All models: Hose int. 3/8" (10mm) - @90PSI (@6.3 bar).

MODEL PART
NUMBER

FREE
SPEED

POWER CHUCK
CAPACITY

SPINDLE 
THREAD

MAXIMUM 
TORQUE

AIR CONS.
AT LOAD

NET 
WEIGHT

AIR
INLET

rpm hp W in. mm in. ft.lb Nm cfm l/s lb kg in.

KEY CHUCK MODELS
CP1117P60 615 158 0090 6,000 1 750 3/8 10 3/8-24 1.2   1.7 29.8 14.0 2.2 0.99 1/4

CP1117P32 615 158 0110 3,200 1 750 3/8 10 3/8-24   2.1   2.8 29.8 14.0 2.2 0.99 1/4

CP1117P26 615 158 0130 2,600 1 750 3/8 10 3/8-24   2.9   3.9 29.8 14.0 2.2 0.99 1/4

CP1117P09 615 158 0150    900 1 750 1/2 13 3/8-24   7.3 10.0 29.6 13.9 3.4 1.53 1/4

CP1117P05 615 158 0170   500 1 750 1/2 13 3/8-24 12.3 16.7 29.6 13.9 3.4 1.53 1/4

KEYLESS CHUCK MODELS

CP1117P60 615 158 0100 6,000 1 750 3/8 10 3/8-24   1.2   1.7 29.8 14.0 2.2 0.99 1/4

CP1117P32 615 158 0120 3,200 1 750 3/8 10 3/8-24   2.1   2.8 29.8 14.0 2.2 0.99 1/4

CP1117P26 615 158 0140 2,600 1 750 3/8 10 3/8-24   2.9   3.9 29.8 14.0 2.2 0.99 1/4

CP1117P09 615 158 0160    900 1 750 1/2 13 3/8-24   7.3 10.0 29.6 13.9 3.4 1.53 1/4

CP1117P05 615 158 0180    500 1 750 1/2 13 3/8-24 12.3 16.7 29.6 13.9 3.4 1.53 1/4

Superior ergonomics and robust 
construction
Chuck capacity: 3/8" (10mm)

CP1117P60
CP1117P32
CP1117P26
Superior ergonomics and robust 
construction. Keyless chuck
Chuck capacity: 3/8" (10mm)

CP1117P09
CP1117P05
High torque and additional handle  
for precise operating. Keyless chuck 
Chuck capacity: 1/2" (13mm)

High torque and additional handle for 
precise operating
Chuck capacity: 1/2" (13mm)




